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Coast Guard, Dept. of Homeland Security § 61.03–1 

Subpart 59.20—Welding Repairs to 
Castings 

§ 59.20–1 Carbon-steel or alloy-steel 
castings. 

Defects in carbon-steel or alloy-steel 
castings may be repaired by welding. 
The repairs shall be performed in ac-
cordance with the material specifica-
tion to which the casting was origi-
nally supplied. 

PART 60 [RESERVED] 

PART 61—PERIODIC TESTS AND 
INSPECTIONS 

Subpart 61.01—General 

Sec. 
61.01–1 Scope. 

Subpart 61.03—Incorporation of Standards 

61.03–1 Incorporation by reference. 

Subpart 61.05—Tests and Inspections of 
Boilers 

61.05–1 Scope. 
61.05–5 Preparation of boilers for inspection 

and test. 
61.05–10 Boilers in service. 
61.05–15 Boiler mountings and attachments. 
61.05–20 Boiler safety valves. 

Subpart 61.10—Tests and Inspections of 
Pressure Vessels 

61.10–1 Scope. 
61.10–5 Pressure vessels in service. 

Subpart 61.15—Periodic Tests of Piping 
Systems 

61.15–1 Scope. 
61.15–5 Steam piping. 
61.15–10 Liquefied-petroleum-gas piping for 

heating and cooking. 
61.15–12 Nonmetallic expansion joints. 
61.15–15 Other piping. 

Subpart 61.20—Periodic Tests of Machinery 
and Equipment 

61.20–1 Steering gear. 
61.20–3 Main and auxiliary machinery and 

associated equipment, including fluid 
control systems. 

61.20–5 Drydock examination. 
61.20–15 Tailshaft examination. 
61.20–17 Examination intervals. 
61.20–18 Examination requirements. 
61.20–21 Extension of examination interval. 

61.20–23 Tailshaft clearance; bearing 
weardown. 

Subpart 61.30—Tests and Inspections of 
Fired Thermal Fluid Heaters 

61.30–1 Scope. 
61.30–5 Preparation of thermal fluid heater 

for inspection and test. 
61.30–10 Hydrostatic test. 
61.30–15 Visual inspection. 
61.30–20 Automatic control and safety tests. 

Subpart 61.35—Design Verification and 
Periodic Testing for Automatic Auxil-
iary Boilers 

61.35–1 General. 
61.35–3 Required tests and checks. 

Subpart 61.40—Design Verification and 
Periodic Testing of Vital System Auto-
mation 

61.40–1 General. 
61.40–3 Design verification testing. 
61.40–6 Periodic safety tests. 
61.40–10 Test procedure details. 

AUTHORITY: 43 U.S.C. 1333; 46 U.S.C. 2103, 
3306, 3307, 3703; E.O. 12234, 45 FR 58801, 3 CFR 
1980 Comp., p. 277; Department of Homeland 
Security Delegation No. 0170.1. 

SOURCE: CGFR 68–82, 33 FR 18890, Dec. 18, 
1968, unless otherwise noted. 

Subpart 61.01—General 

§ 61.01–1 Scope. 
(a) Periodic tests and inspection shall 

be made of the main and auxiliary ma-
chinery, boilers, and other equipment 
as prescribed in this part. 

(b) The inspections and tests shall in-
sure that the equipment and associated 
structure are in satisfactory operating 
conditions and fit for the service for 
which they are intended. 

[CGFR 68–82, 33 FR 18890, Dec. 18, 1968, as 
amended by CGD 95–012, 60 FR 48050, Sept. 18, 
1995] 

Subpart 61.03—Incorporation of 
Standards 

§ 61.03–1 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in paragraph 
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(b) of this section, the Coast Guard 
must publish a notice of change in the 
FEDERAL REGISTER and the material 
must be available to the public. All ap-
proved material is available for inspec-
tion at the U.S. Coast Guard, Office of 
Design and Engineering Standards 
(CG–ENG), 2100 2nd St., SW., Stop 7126, 
Washington, DC 20593–7126 and is avail-
able from the sources indicated in 
paragraph (b) of this section or at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) The material approved for incor-
poration by reference in this part and 
the sections affected are as follows: 

American Society for Testing and Materials 
(ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959. 

ASTM D 665–98, Standard Test Method 
for Rust-Preventing Characteris-
tics of Inhibited Mineral Oil in the 
Presence of Water .........................61.20–17 

[CGD 95–027, 61 FR 26001, May 23, 1996, as 
amended by CGD 96–041, 61 FR 50728, Sept. 27, 
1996; 97–057, 62 FR 51044, Sept. 30, 1997; USCG– 
1999–6216, 64 FR 53225, Oct. 1, 1999; USCG– 
1999–5151, 64 FR 67180, Dec. 1, 1999; USCG– 
2009–0702, 74 FR 49229, Sept. 25, 2009; USCG– 
2012–0832, 77 FR 59778, Oct. 1, 2012] 

Subpart 61.05—Tests and 
Inspections of Boilers 

§ 61.05–1 Scope. 

The term boiler as used in this sub-
part includes power boilers subject to 
part 52 and heating boilers subject to 
part 53 of this subchapter. 

[CGD 80–064, 49 FR 32193, Aug. 13, 1984] 

§ 61.05–5 Preparation of boilers for in-
spection and test. 

(a) For internal inspection, manhole 
and handhold plates, and washout 
plugs shall be removed as required by 
the marine inspector and the furnace 
and combustion chambers shall be 
thoroughly cooled and cleaned. Port-
able obstructions shall be removed as 
necessary for proper access. 

(b) In preparing the boilers for the 
hydrostatic test, they shall be filled 
with water at not less than 70 °F. and 
not more than 160 °F. for watertube 
boilers, and not more than 100 °F. for 
firetube boilers. The safety valves shall 
be secured by means of gags or clamps. 

[CGFR 68-82, 33 FR 18890, Dec. 18, 1968, as 
amended by CGD 95–027, 61 FR 26001, May 23, 
1996] 

§ 61.05–10 Boilers in service. 

(a) Each boiler, including super-
heater, reheater, economizer, auxiliary 
boiler, low-pressure heating boiler, and 
unfired steam boiler, must be available 
for examination by the marine inspec-
tor at intervals specified by Table 
61.05–10, and more often if necessary, to 
determine that the complete unit is in 
a safe and satisfactory condition. When 
a hydrostatic test is required, the ma-
rine inspector may examine all acces-
sible parts of the boiler while it is 
under pressure. 

(b) The owner, master, or person in 
charge of the vessel shall give ample 
notice to the cognizant Officer in 
Charge, Marine Inspection, so that a 
marine inspector may witness the tests 
and make the required inspections. 

(c) Firetube boilers which cannot be 
entered or which cannot be satisfac-
torily examined internally, all boilers 
of lap seam construction and all boilers 
to which extensive repairs have been 
made or the strength of which the ma-
rine inspector has any reason to ques-
tion, shall be subjected to a hydro-
static test of 11⁄2 times the maximum 
allowable working pressure. All other 
boilers shall be subjected to a hydro-
static test of 11⁄4 times the maximum 
allowable working pressure. 

(d) In applying hydrostatic pressure 
to boilers, arrangements shall be made 
to prevent main and auxiliary stop 
valves from being simultaneously sub-
jected to the hydrostatic pressure on 
one side and steam pressure on the 
other side. 

(e) If the marine inspector has reason 
to believe that the boiler has deterio-
rated to any appreciable extent under 
the bottom where it rests on saddles or 
foundations, he shall cause the boiler 
to be lifted to such position that it can 
be thoroughly examined, provided the 

VerDate Mar<15>2010 10:19 Dec 04, 2012 Jkt 226197 PO 00000 Frm 00300 Fmt 8010 Sfmt 8010 Y:\SGML\226197.XXX 226197er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 


		Superintendent of Documents
	2012-12-13T14:02:12-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




